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Figure. (A) Schematic of solid triboelectrification following 
contact between two solid particles, leading to charge 
separation.  (B) Electrostatic surface potential mapping 
following triboelectrification by sliding liquid droplet, 
showing that surface deposited charges diffuse laterally at 
a very high rate [4]. 
 
 

 The well-known triboelectric effect refers to the charging of solid surfaces upon mechanical contact. 
This ubiquitous phenomenon has macroscopic consequences, ranging from the mundane to the fundamental 
(e.g., tribocharging promotes dust aggregation, which may have played a key role in the early stages of planet 
formation [1]). More recently, triboelectricity has attracted renewed interest for the development of novel 
energy-harvesting devices with exceptional performance [2]. However, the origin of this surface charging 
remains poorly understood, and has been variously attributed to the transfer of minute quantities of electrons, 
ions or material between surfaces [3].  
 Interestingly, water - through the exchange of protons and hydroxide ions - has been put forward as 
a potential key player in electrification, an exciting hypothesis that we aim to test. The aim of this internship 
is to explore the fundamentals of solid triboelectrification, building on two complementary approaches 
currently being developed in the group. 
1) Spatio-temporal charge mapping. We recently demonstrated the ability to map the spatial distribution and 
temporal evolution of surface charges deposited during liquid triboelectrification, in which charge separation 
occurs as droplets slide on hydrophobic surfaces [4]. This spatio-temporal mapping allowed us to reveal 
spatially heterogeneous charging patterns as well as an unexpectedly high mobility of surface-trapped 
charges, providing new insight into their physicochemical nature. We now plan to extend this approach to 
solid triboelectrification between insulating dielectric materials, where charge separation occurs during 
frictional sliding. By combining well-controlled tribological loading with spatially and temporally resolved 
mapping of the deposited surface charges, we will seek to relate local frictional processes to surface 
electrification processes. 
2) Nanometer-resolved surface force measurements. Building upon our strong expertise in Atomic Force 
Microscopy (AFM)-based techniques [5], we will characterize the local interactions at play as two particles 
come into and out of contact. By resolving surfaces forces such as capillary condensation due to water 
exchange, or long-range electrostatic forces induced by charging, we will obtain novel insights into the 
elementary processes at play. 
Overall, we hope to gain new insight into these poorly understood electrification processes, with both 
fundamental and practical implications. 
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